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Pan Jit International에서 제조한 전자 부품 RS1JWG은 전자 산업 및 응용 분야에서 
 광범위하게 사용되는 반도체 소자입니다. 








	





PDF 형식의 RS1JWG 자료 제공


	부품번호	RS1JWG 기능	
		



	
		
	기능	SURFACE MOUNT FAST RECOVERY RECTIFIER
	제조업체	Pan Jit International
	로고	
	

				RS1JWG 데이터시트 를 다운로드하여 반도체의 전기적 특성과 매개변수에 대해 알아보세요.
				

				




				




				
				
전체 5 페이지수

	 	미리보기를 사용할 수 없습니다




RS1AWG SERIES

SURFACE MOUNT FAST RECOVERY RECTIFIER

VOLTAGE 50 to 1000 Volts CURRENT 1 Amperes

FEATURES

• For surface mounted applications in order to optimize board space

• Easy pick and place

• Fast recovery times for high efficiency

• Plastic package has Underwriters Laboratory Flammability

Classification 94V-O

• Glass passivated junction

• Lead free in comply with EU RoHS 2011/65/EU directives

• Green molding compound as per IEC61249 Std. . (Halogen Free)

MECHANICAL DATA

• Case: SMA(W) molded plastic

• Terminals: Solder plated, solderable per MIL-STD-750,Method 2026

• Polarity: Color band denotes cathode end

• Standard packaging: 12mm tape (EIA-481)

• Weight: 0.002 ounce, 0.064 gram

1

Cathode

2

Anode

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS

Ratings at 25°C ambient temperature unless otherwise specified. Single phase, half wave, 60 Hz, resistive or inductive load.

For capacitive load, derate current by 20%.

PARAMETER

SYMBOL RS 1 AWG RS 1B WG RS 1D WG RS 1 GWG RS1 JWG RS1 K WG RS 1 MWG UNITS

Maximum Recurrent Peak Reverse Voltage

Maximum RMS Voltage

Maximum DC Blocking Voltage

V RRM

V RMS

VDC

50

35

50

100 200 400 600 800 1000 V

70 140 280 420 560 800 V

100 200 400 600 800 1000 V

Maximum Average Rectified C urrent

IF(AV )

1

A

Peak Forward Surge C urrent : 8.3ms single half sine-

wave superimposed on rated load (JEDEC method)

I

FSM

30

A

Maximum Forward Voltage at 1A

Maximum DC Reverse Current at Rated D C Blocking

Voltage

VF

I

R

1.3 V

5 A

Maxi mum Juncti on C apaci tance (VR=4 V,f=1MHz)

Typ i c a l J unc ti o n Re s i s ta nc e

(Note 1)

(Note 2)

Ma xi mum Re ve rse Re c o ve ry Ti me (No te 3 )

CJ

RJA

RJL

t rr

Op e ra ti ng J unc ti o n a nd S to ra g e Te m p e r a tur e Ra ng e

T J , T S TG

15

150

35

150 250

-55 to +150

pF

OC / W

500 ns

OC

NOTES:1. Mounted on an FR4 PCB, single-sided copper, mini pad.

2. Mounted on an FR4 PCB,single-sided copper, with 76.2 x 114.3mm copper pad area.

3. Reverse Recovery Test Conditions: IF=0.5A, IR=1A, Irr=0.25A.
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RS1AWG SERIES

Part No_packing code_Version

RS1AWG_R1_00001

RS1AWG_R2_00001

For example :

RB500V-40_R2_00001

Part No.

Serial number

Version code means HF

Packing size code means 13"

Packing type means T/R

Packing Code XX

Version Code XXXXX

Packing type

1st Code

Packing size code

2nd Code HF or RoHS 1st Code 2nd~5th Code

Tape and Ammunition Box

(T/B)

A

N/A

0

Tape and Reel

(T/R)

R

7"

1

Bulk Packing

(B/P)

B

13"

2

Tube Packing

(T/P)

T

26mm

X

Tape and Reel (Right Oriented)

(TRR)

S

52mm

Y

Tape and Reel (Left Oriented)

(TRL)

L

PANASERT T/B CATHODE UP

(PBCU)

U

FORMING

F

PANASERT T/B CATHODE DOWN

(PBCD)

D

HF

RoHS

0 serial number

1 serial number
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	구       성	 총 5 페이지수 
	다운로드	[ RS1JWG.PDF 데이터시트 ]
	
		

당사 플랫폼은 키워드, 제품 이름 또는 부품 번호를 사용하여 검색할 수 있는 

포괄적인 데이터시트를 제공합니다.

				



	구매 문의	
일반 IC 문의 : 샘플 및 소량 구매
-----------------------------------------------------------------------

IGBT, TR 모듈, SCR 및 다이오드 모듈을 포함한 
광범위한 전력 반도체를 판매합니다.

전력 반도체 전문업체 

상호 : 아이지 인터내셔날  

 사이트 방문 :     [ 홈페이지 ]      [ 블로그 1 ]     [ 블로그 2 ] 






		


관련 데이터시트

	부품번호	상세설명 및 기능	제조사
	RS1JWG	SURFACE MOUNT FAST RECOVERY RECTIFIER
	
Pan Jit International
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